


a solid strip is “+” and the other wire is “-“. Reversing the polarity does not 
ing a larger gauge (> #16 AWG) wire to avoid a voltage drop. The wire with 
the LED light bars. You must cut off the DC plug and extend the cable us-
5.  If required, you can install the power adaptor in a remote location from 

light bar. Warranty is void if using another power adaptor that are not ap-
power adaptors. Do not apply any other voltages, as it may damage the 
1.  Fawoo LED light bars are powered by Fawoo DC12V (constant voltage) 

proved by I-Associates. 

2.  Power adaptors - same as LED light panel

3.  Power cord specifications - same as LED light panel

4.  Wiring multiple LED light bars - same as LED light panel

damage the LED lights.

Wiring 

together.
3. To control multiple bars with one remote control pad, put all sensors 

2.  The dimmer maximum capacity is 60W.

protection sheet on the remote control pad. Point the remote control to the 
insert the plug of the sensor into the dimmer main body. Remove the battery 
tors and the DC plug of the bars to the dimmer main body, and securely 
a sensor and a remote control pad. Connect the DC plug of power adap-
a DC dimmer. The dimmer consists of 3 components: dimmer main body, 
1.  Fawoo LED light bars can only be dimmed with Fawoo dimmer which is 

sensor to dim up/down the bars.

Dimmer Wiring 
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3. Adhesive Tape - You can also use adhesive tape by removing protective 

2.  Magnets - You can also use magnet mounting by removing the adhesive 

1.  Screws into brackets - Use screws supplied to screw mount the end-cap 

LED Light Bar #4

to the objects to be mounted.

3M tape and sticking the magnets to the objects.

from the tape and stick to objects. 
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